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Operations and Maintenance of Municipal Buildings and 

Facilities 

Introduction 

Municipal buildings and facilities (schools, municipal offices, police and fire stations, municipal pools, 

parking garages, etc.) often house various chemicals, such as petroleum products and hazardous materials. 

As a result, these buildings and facilities are potential sources of pollutant discharges to the storm 

drainage system. The goal of this written Standard Operating Procedure (SOP) is to provide guidance to 

municipal employees on the use, storage, and disposal of chemicals and other stormwater pollutants to 

reduce the discharge of pollutants from the MS4. If services are contracted, this SOP should be provided 

to the contractor. The contract should specify that the contractor is responsible for compliance with all 

applicable laws. 

 
The City of Haverhill performs a variety of operations and maintenance activities at its municipally 

owned and operated buildings. 

Within two years of the effective date of the MS4 Permit, the City will create an inventory of all 

municipal buildings and facilities and update this inventory annually. 

 
Procedures 

The City will implement the following procedures for municipally owned or operated buildings and 

facilities to reduce the discharge of pollutants from the MS4: 

 
Handling, Storage, Transfer, and Disposal of Trash and Recyclables 

All liquid and solid waste must be disposed of properly. Some of the most common sources of 

pollution at municipal facilities are a result of littering, improper collection of debris, and improper 

disposal of solid or liquid waste. 

 All waste and recycling receptacles must be leak-tight with tight-fitting lids or covers. 

 Keep lids on dumpsters and containers closed at all times unless adding or removing 

material. If using an open-top roll-off dumpster, cover it and tie it down with a tarp unless 

adding materials. 

 Place waste or recycling receptacles indoors or under a roof or overhang whenever possible. 

 Locate dumpsters on a flat, paved surface and install berms or curbs around the storage 

area to prevent run-on and run-off. 

 Do not locate dumpsters over or adjacent to catch basins. 

 Prior to transporting waste, trash, or recycling, ensure that containers are not leaking (double 

bag if needed) and properly secure containers to the vehicle. 

 Clean and sweep up around outdoor waste containers regularly. 
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 Clean up any liquid leaks or spills with dry cleanup methods. 

 Arrange for waste or recycling to be picked up regularly and disposed of at approved 

disposal facilities. 

 Never place hazardous materials, liquids, or liquid-containing wastes in a dumpster or 

recycling or trash container. 

 Do not wash trash or recycling containers outdoors or in parking lots. 

 Conduct periodic inspections of solid and liquid waste storage areas to check for leaks and spills. 

 Conduct periodic inspections of work areas to ensure that all wastes are being disposed of properly. 

 In dumpster areas, regularly pick up surrounding trash and debris and regularly sweep the area. 

 In compactor areas, regularly check the hydraulic fluid hoses and reservoir to ensure that there 

are no cracks or leaks. Regularly sweep the area. 

 
Building Maintenance 

 When power washing buildings and facilities, ensure that the washwater does not flow into the 

storm system. Containment or filtering systems should be provided. 

 Paint and other chemicals should not be applied on the outside of buildings when it is raining 

or prior to expected rain. 

 When sanding, painting, power washing, etc., ensure that sites are properly prepared (e.g., use 

tarps) and cleaned (e.g., use dry cleaning methods) especially if they are near storm drains. 

Protect catch basins when maintenance work is conducted upgradient of them. 

 When painting, use a drop cloth and clean up any spills immediately. 

 Do not leave open containers on the ground where they may accidentally tip over. 

 Buildings should be routinely inspected for areas of potential leaks. 

 Do not discharge chlorinated pool water into the stormwater system. Water must be 

properly dechlorinated and tested before it is discharged. 

 Streets and parking lots surrounding municipal buildings and facilities should be swept and kept 

clean to reduce runoff of pollutants and debris to the stormwater system. 

 
Storage of Petroleum Products and Potential Pollutants 

 Floor drains in storage areas should be disconnected from the stormwater system. 

 Routinely inspect buildings and facilities for areas of potential leaks. 

 All municipal buildings and facilities should be periodically inspected to address potential 

pollutant sources (e.g., leaks). 
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Spill Prevention Plan 

 Spill prevention plans such as Spill Prevention Control and Countermeaure (SPCC) Plans 

should be in place where applicable, based on inventories of material storage and potential 

pollutants. Coordinate with the local fire department if necessary. 

   

 
Employee Training 

 Employees who perform maintenance or other applicable work at municipal buildings and 

facilities are trained annually on these procedures and the proper operation of related 

equipment. 

 If services are contracted, the contractor should be given a copy of this and any applicable 

SOPs to ensure compliance with MS4 regulations. 

 

 


